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JAZ mounting instructions

Parts needed to mount the JAZ extrusion

Tools needed for mounting:

- drill

NOTE! All LED strips must be connected to a 12 V or 24 V power supply.

IMPORTANT: The manual presents the simplest mounting procedure.
               More mounting procedures and related accessories can be found at klusdesign.eu
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JAZ mounting instructions

1. Drill a hole in the extrusion (A) to feed the power cable.

D

E

5. Connect power to the LED strips. Insert the cover (D) and the end caps (E).

A

3.  Suspend the extrusion using the hangers (C) and a chosen suspension 
system. The hanger manual can be downloaded at klusdesign.eu/uk.

2. Mount the LED strip (B) in the extrusion.

top view

cross-section

B

C

top view

cross-section
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JAZ - suspended �xture mounting instructions
drywall ceiling  

Instruction includes methods of montage:

Tools needed for mounting:

- drill
- pliers
- allen wrench
- soldering iron 

1

NOTE! All LED strips must be connected to a 12 V or 24 V power supply.

IMPORTANT: The manual presents the simplest mounting procedure.
               More mounting procedures and related accessories can be found at klusdesign.eu
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1. Drill the holes in the JAZ extrusion to mount the PUSZ-PRET-ZM 
fasteners.

4. Install the cover and both end caps.3.  Connect the wires to the Install the power connectors of the PUSZ-PRET--
ZM fasteners and install the whole fasteners with rods on the JAZ extrusion.  
The fastener installation manual can be downloaded at www.klusdesign.eu.

5.  Install the W-KG-Z ceiling fasteners. The fastener installation manual can 
be downloaded at www.klusdesign.eu. Connect the cables, each for the single 
power pole to the fasteners. The cables should go through a pre-drilled hole 
just under the masking cover of the fastener.  

6.  Mount the �xture with rods into the ceiling fasteners. Mind that the power 
poles connected to the rods should match the ones connected to the 
fasteners. 

2. Mount the LED strip in the extrusion and lead the cables through pre-drilled 
holes and threaded plugs of the PUSZ-PRET-ZM fasteners. Each hole should lead 
a cable with one power pole, LED strip has to be cut before installation, so the 
wires can be easily routed to the holes.   

cross-section

top view

cross-section

bottom view
Positive pole has to be soldered

cross-section

top view

Negative pole has to be soldered

cross-section side view

JAZ - suspended �xture mounting instructions
2. Rod - conductive driven power supply

*If fully built �xtures are ordered and received from KLUS please skip to #3
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1. Drill the holes in the JAZ extrusion to lead the power cable.

4. Install the cover and both end caps.3.  Install the PUSZ-PRET-ZM fasteners with rods on the JAZ extrusion. The 
fastener installation manual can be downloaded at www.klusdesign.eu.

5.  Install the W-KG ceiling fasteners. The fastener installation manual can be 
downloaded at www.klusdesign.eu. Place the power supplier next to the 
fastener and drill the ceiling to lead the cable to it.

6.  Mount the �xture with rods into the ceiling fasteners. Connect the cable to 
the power supplier, leading it through a pre-drilled hole in the ceiling.

2. Mount the LED strip in the extrusion and lead the cable through a pre-drilled 
hole.

cross-section

top view

cross-section

bottom view

cross-section

JAZ - suspended �xture mounting instructions
1. Rod - non-conductive (requires drop lead)

*If fully built �xtures are ordered and received from KLUS please skip to #3

top view

2www.KlusDesign.eu



x2

1. Drill the holes in the JAZ extrusion to lead the power cable.

4. Install the cover and both end caps.3.  Install the PUSZ-LIN-ZM fasteners with steel wires on the JAZ extrusion. 
The fastener installation manual can be downloaded at www.klusdesign.eu.

5.  Install the W-KG ceiling fasteners. The fastener installation manual can be 
downloaded at www.klusdesign.eu. Place the power supplier next to the 
fastener and drill the ceiling to lead the cable to it.

6.  Mount the �xture with steel wires into the ceiling fasteners. Connect the 
cable to the power supplier, leading it through a pre-drilled hole in the ceiling.

2. Mount the LED strip in the extrusion and lead the cable through a pre-drilled 
hole.

JAZ - suspended �xture mounting instructions
3. Wire - non-conductive (requires drop lead)

*If fully built �xtures are ordered and received from KLUS please skip to #3

cross-section

top view

cross-section

bottom view

cross-section

top view
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1. Drill the holes in the JAZ extrusion to mount the PUSZ-LIN-ZM fasteners.

4. Install the cover and both end caps.3.  Connect the wires to the Install the power connectors of the PUSZ-LIN-ZM 
fasteners and install the whole fasteners with steel wires on the JAZ extrusion.  
The fastener installation manual can be downloaded at www.klusdesign.eu.

5.  Install the W-KG-Z ceiling fasteners. The fastener installation manual can 
be downloaded at www.klusdesign.eu. Connect the cables, each for the single 
power pole to the fasteners. The cables should go through a pre-drilled hole 
just under the masking cover of the fastener.  

6.  Mount the �xture with steel wires into the ceiling fasteners. Mind that the 
power poles connected to the steel wires should match the ones connected to 
the fasteners. 

2. Mount the LED strip in the extrusion and lead the cables through pre-drilled 
holes and threaded plugs of the PUSZ-LIN-ZM fasteners. Each hole should lead a 
cable with one power pole, LED strip has to be cut before installation, so the 
wires can be easily routed to the holes.   

cross-section

top view

cross-section

bottom view

cross-section

top view

cross-section side view

JAZ - suspended �xture mounting instructions
4. Wire - conductive driven power supply

*If fully built �xtures are ordered and received from KLUS please skip to #3

Positive pole has to be soldered

Negative pole has to be soldered
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PRODUCT DESCRIPTION

Line of light
Large area of illumination (angle of illumination 180 
degrees)
Small surface of the visible aluminum structure

Fill empty fields

Product nr.  

Fixture type  

Company  

Job name  

Date  

TECHNICAL SPECIFICATION

B8547ANODA_1 Silver anodized 1000 mm

B8547ANODA_2 Silver anodized 2000 mm

B8547ANODA_3 Silver anodized 3000 mm

Specification sheet - JAZ Profile
ref. number B8547ANODA

More accessories on our page www.klusdesign.eu



RELATED PRODUCTS

COVERS

Ref: 17162 Ref: 17162V1

END CAPS

Ref: 24224V1

ACCESSORIES

Ref: 42717 Ref: 42512 Ref: 42719 Ref: 42720

Specification sheet - JAZ Profile
ref. number B8547ANODA

More accessories on our page www.klusdesign.eu

https://klusdesign.eu/product/516
https://klusdesign.eu/product/516
https://klusdesign.eu/product/516
https://klusdesign.eu/product/850
https://klusdesign.eu/product/850
https://klusdesign.eu/product/850
https://klusdesign.eu/product/460
https://klusdesign.eu/product/460
https://klusdesign.eu/product/460
https://klusdesign.eu/product/638
https://klusdesign.eu/product/638
https://klusdesign.eu/product/638
https://klusdesign.eu/product/696
https://klusdesign.eu/product/696
https://klusdesign.eu/product/696
https://klusdesign.eu/product/639
https://klusdesign.eu/product/639
https://klusdesign.eu/product/639
https://klusdesign.eu/product/641
https://klusdesign.eu/product/641
https://klusdesign.eu/product/641


Ref: 42718 Ref: 42716 Ref: 42728 Ref: 1397

Ref: 42256 Ref: 42250 Ref: 42518

MARKETING MATERIALS

Ref: 90109M

Specification sheet - JAZ Profile
ref. number B8547ANODA

More accessories on our page www.klusdesign.eu

https://klusdesign.eu/product/642
https://klusdesign.eu/product/642
https://klusdesign.eu/product/642
https://klusdesign.eu/product/644
https://klusdesign.eu/product/644
https://klusdesign.eu/product/644
https://klusdesign.eu/product/660
https://klusdesign.eu/product/660
https://klusdesign.eu/product/660
https://klusdesign.eu/product/758
https://klusdesign.eu/product/758
https://klusdesign.eu/product/758
https://klusdesign.eu/product/691
https://klusdesign.eu/product/691
https://klusdesign.eu/product/691
https://klusdesign.eu/product/695
https://klusdesign.eu/product/695
https://klusdesign.eu/product/695
https://klusdesign.eu/product/779
https://klusdesign.eu/product/779
https://klusdesign.eu/product/779
https://klusdesign.eu/product/836
https://klusdesign.eu/product/836
https://klusdesign.eu/product/836


COUPLERS  - connection methods for profiles 

L135 L135PW L135PZ L90

L90PW L90PZ T135L T135R

T90 X135 X90

Specification sheet - JAZ Profile
ref. number B8547ANODA

More accessories on our page www.klusdesign.eu


